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SHOULDER ADJUSTMENT NOTE
THE GRADING WILL HAVE A 1-1/2" DROP FROM THE PAVEMENT EDGE AND p
TAPERING TO THE EXISTING GROUND IN FOUR FEET. THIS WILL BE THE FINAL j
GRADE UPON COMPLETION OF THE SOD INSTALLATION. THE EARTH FILLETS WILL 8
NOT REQUIRE COMPACTING OR GRADING, OTHER THAN LIGHT ROLLING AND 8
SHAPING, THE MATERIAL FOR THE PROPOSED EARTH FILLETS WILL BE TOPSOIL ~
PPN o N g OBTANED FROM OFF-SITE. THE OFF-SITE MATERIAL WILL BE APPROVED BY THE - z
@ ® ® 200" LT. AR RESIDENT ENGINEER PRIOR TO HAULING TO THE PROJECT SITE. THE o
1 +A +1 — 4 REQUIREMENTS FOR PH, ORGANIC MATTER AND GRADATION WILL BE WAIVED O . 3
PROVIDED THE TOPSOIL MATERIAL WILL SUSTAIN THE GROWTH OF GRASS. 5 4 g g
< { : -
THE EXISTING SHOULDER AREA WILL BE MOWED AND DISKED/TILLED PRIOR TO > g;&‘ ER
PLACING THE EARTH MATERIAL. THE AREA WILL BE DISKED/TILLED UNTIL THE Z otz
SOD HAS BEEN COMPLETELY CUT UP. ANY CHUNKS OF SOD WILL BE REMOVED 5
PRIOR TO THE PLACEMENT OF THIS EARTH MATERIAL. e \
THE CONTRACTOR SHALL TAKE SPECIAL PRECAUTIONS WHEN HAULING BORROW 4 (\ §,
o MATERIAL SO AS NOT TO CREATE RUTS IN ADJACENT EARTH AREAS, ALL a v v e
e N 4 Al . ) EXISTING GRADED OR TURFED AREAS OUTSIDE THE GRADING LIMITS WHICH ARE o] S
g . e A AR 150 LT A DISTURBED OR RUTTED BY THE CONTRACTOR DURING THE HAUUNG OPERATION e
= J + + + —— SHALL BE REGRADED AND RETURFED AT HIS OWN EXPENSE TO THE g
5«0 = SATISFACTION OF THE ENGINEER. 5
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o3 ¥ THE MATERIAL FOR THE PROPOSED EARTH FILLETS WILL BE PAID FOR &
8 - 5 UNDER ITEM: E
a & g AR152480 "SHOULDER ADJUSTMENT" PER SQUARE YARDS.
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ID. NORTHING EASTING 29 |92 g
B.O.P. 28400 1,025,004.73 998,511.85 53 |3
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